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WOOD

OAK NATURAL BEECH NATURAL ASH NATURAL

OAK  LIGHT SMOKED BEECH  LIGHT SMOKED ASH LIGHT SMOKED

OAK  DARK SMOKED BEECH  DARK SMOKED ASH  DARK SMOKED

OAK  BLACK BEECH  BLACK ASH  BLACK

OAK / BEECH / ASH

Wood is a natural material and may vary from batch to batch. Variations in wood structure and colour are part of 
the timber characteristics of the wood and applying lacquer will further enhance these characteristics.

All our wood is FSC certified, sourced within the EU and coated with a water based lacquer.

Customised stain colours can be requested and must be approved and priced prior to production.
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BARNUM BOUCLÉ GLAMOUR

COL 1

COL 24 COL 5

COL 2 COL 21 COL 17

COL 4 COL 23 COL 18 COL 9

COL 22 COL 20

COL 8
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BARNUM BOUCLÉ GLAMOUR

COL 7 COL 3

COL 10 COL 14

COL 11 COL 6 COL 12 COL 16

COL 13 COL 19

COL 15
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     BARNUM 
                                                         

SCHEDA TECNICA/TECHNICAL SHEET 
 

COMPOSIZIONE/COMPOSITION CO 45 WO 15 AC 13 VI 19 NY 8  
ALTEZZA/ WIDTH 140 CM 
PESO/ WEIGHT 950 GR/MTL 
COD. NOMENCLATURA/ TARIFF CODE 54078400 

 
 
VARIAZIONE DIMENSIONE AI LAVAGGI/ DIMENSIONAL STABILITY 
LAVAGGIO A SECCO 
DRY CLEANING 

UNI EN ISO 3175-2:2010 ORDITO/WARP -4,8/-4,4 
TRAMA/WEFT -3,1/-1,3 

 
 
SOLIDITA’ DEL COLORE/COLOUR FASTNESS 
SOLIDITA’ ALLO SFREGAMENTO 
SECCO / DRY RUBBING 

UNI EN ISO 105 X 12:2016 WARP 4-5 
WEFT 4-5 

SOLIDITA’ ALLO SFREGAMENTO 
UMIDO/ WET RUBBING 

UNI EN ISO 105 X 12:2016 WARP 4-5 
WEFT 4-5 

SOLIDITA’ COLORI ALLA LUCE 
LIGHTFASTNESS 

UNI EN ISO 105 B02:2014 5 

 
 
CARATTERISTICHE FISICO-MECCANICHE/ TECHNICAL CHARACTERISTIC 
PILLING UNI EN ISO 12945-2:2002 4 

 
RESISTENZA ALLA LACERAZIONE 
TEAR STRENGTH 

UNO EN ISO 13937-3:2002 N.D  N: ORDITO /WARP                      
194,5 N: TRAMA / WEFT 

RESISTENZA ALLA TRAZIONE 
TENSILE STRENGTH 

UNI EN ISO 13934-2:2014 540  N: ORDITO /WARP                
640 N:  TRAMA / WEFT                 

RESISTENZA DELLE CUCITURE 
SEAM SLIPPAGE 

UNI EN ISO 13936-2:2004 7,1 mm ORDITO /WARP 
9,8 mm TRAMA / WEFT 

RESISTENZA DEL TESSUTO ALLA 
ABRASIONE / MARTINDALE  

UNI ES ISO 12947-1:2000+UNI 
EN ISO 12947-2:2017 

60.000 GIRI 
END POINT AT RUBS 

  
RESISTENZA FUOCO 
FLAME RETARDANT 

  

*CIGARETTE TEST BS 5852-1:1979 PASS 
*MATCH TEST BS 5852-1:1979 PASS 
*CALIFORNIA   TB 117:2013 PASS 

 
 
 

LAVAGGIO/CLEANING INSTRUCTION                     
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NINA LINEN GLAMOUR

COL 53 COL 31 COL 5

COL 140 COL 33 COL 352 COL 27

COL 23 COL 128

COL 37 COL 350

COL 64

COL 49 COL 309

COL 311

COL 63

COL 2

COL 32
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NINA LINEN GLAMOUR

COL 54 COL 18 COL 51

COL 28 COL 55 COL 21 COL 52

COL 39 COL 4COL 40COL 46

COL 6 COL 58
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NINA 
                                                        

SCHEDA TECNICA/TECHNICAL SHEET 
 

COMPOSIZIONE/COMPOSITION 39 LI – 27 JU – 24 VI – 10 CO 
ALTEZZA/ WIDTH 140 CM 
PESO/ WEIGHT 1000 GR/ MTL  
COD. NOMENCLATURA/ TARIFF CODE 53092900 

 
SOLIDITA’ DEL COLORE/COLOUR FASTNESS 
SOLIDITA’ ALLO SFREGAMENTO 
SECCO / DRY RUBBING 

UNI EN ISO 105 X 12 4 / 5 

SOLIDITA’ ALLO SFREGAMENTO 
UMIDO/ WET RUBBING 

UNI EN ISO 105 X 12 4 

SOLIDITA’ COLORI ALLA LUCE 
LIGHTFASTNESS 

ISO 105 B 02 4 / 5 

 
CARATTERISTICHE FISICO-MECCANICHE / TECHNICAL CHARACTERISTIC 
PILLING IS0 12945-2  4 

 
RESISTENZA ALLA LACERAZIONE 
TEAR STRENGTH 

EN ISO 13937 - 3 Ordito 72.1 N - warp 
Trama 58.1 N - weft 

RESISTENZA ALLA TRAZIONE 
TENSILE STRENGTH 

EN ISO 13934 – 1 Ordito 621.5 N - warp 
Trama 1102.4 N - weft 

RESISTENZA DELLE CUCITURE 
SEAM SLIPPAGE 

EN ISO 13936 – 2 (18 KG) 2.5 mm - warp 
2.0 mm - weft 

RESISTENZA DEL TESSUTO ALLA 
ABRASIONE / MARTINDALE  

ISO 12947 – 2 30.000 GIRI 
END POINT AT RUBS 

  
RESISTENZA FUOCO / FLAME RETARDANT BS 5852 
* CIGARETTE TEST PART 1 SI / YES 
* BUTAME FLAME SECTION 4 SI / YES 

 
 

LAVAGGIO/CLEANING INSTRUCTION     

 

 

Differenze di tonalità, altezza pelo, pesi, ecc.. sono inevitabili in quanto dovute 
all’artigianalità della  lavorazione. Non costituiscono difetto, ma sono ulteriore indice della 
qualità artigianale del prodotto. 
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VELVET BRUSSELS

Taupe    710 Rose wood    1670

Olive 751 Midnight Blue  1678
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Brussels

product profile for upholstery fabrics in living areas | according to DIN EN 14465:2006

roll length: ~40 m width: 140 cm + |  - 2 cm

useable width: 140 cm + |  - 2 cm weight m DIN EN 12127: 560 g + |  - 5 %

material thickness: 1.1 mm + |  - 2 % weight m² DIN EN 12127: 398 g + |  - 5 %

abrasion test | EN ISO 12947-1,2: >50.000 cycles
(loss of pile)

>100.000 cycles
(Martindale)

pilling test | EN ISO 12945-2 (2.000 T): 4-5 category A

tensile strength | EN ISO 13934-1:
warp: 
weft:

650 N
610 N

category A 
category A

tear growth resistance | EN ISO 13937-3:
warp: 
weft:

94 N 
46 N

category A
category A

resistance to seam slippage | EN ISO 13936-2:
warp: 
weft:

2.0 mm 
2.0 mm

category A
category A

fastness to rubbing | EN ISO 105-X12 dry:
bright colours: 
dark colours:

5
4-5

category A
category A

fastness to rubbing | EN ISO 105-X12 wet:
bright colours: 
dark colours:

5
4

category A
category A

fastness to light | EN ISO 105-B02-2: 
bright colours: 
fastness to light | EN ISO 105-B02-2:  
dark colours:

5

5

category B

category B

permissible colour tolarance | DIN EN 20105-A02: min. grade 4 passed

water repellent finishing

5 years warranty against abrasion

Test results were gathered from various samples and therefore represent average indicative values.

composition surface | EU 1007/2011: 100% polyester

composition base | EU 1007/2011: 100% polyester



12

 60112  62084

 60110 61168 62083

 60109 61169 62082

 66166  63078

 60111 60019 63012

   

CURA GABRIEL
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CURA GABRIEL

 64194

 64195 64193

 64197  66168

 64013 65104 65105

 64196 65106 66169
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 68187 68186 68180

 66167 68184 68183

 67084 68185 68181

 66170 66165 68182

   68187

CURA GABRIEL
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Hjulmagervej 55 · DK-9000 Aalborg · T +45 9630 3100 · F +45 9813 2544 · mail@gabriel.dk · www.gabriel.dk

CURATM

Cura specifications: www.gabriel.dk

Please be aware that the PDF colour shades can appear different from the real fabric colours.
We advise you to request actual fabric samples before ordering.
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CURA GABRIEL

http://www.gabriel.dk
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FAME GABRIEL

 60005 61136

 60078 61135 61003

 60003 61060 61131

  61133 63076

 60017 60019 61047

 60999 60051 61044
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 63077 64169

 63016 64165

 63078 64166 65081

 64168 64119 65082

 64167 64089 64055

 61108 64058 66132

FAME GABRIEL
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   61136

  66130 67068

 65083 66118 66133

 65084 66131 67016

 66005 66075 67004

 66061 66032 66071

FAME GABRIEL
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  68145 62067

 68147 68144 62068

 67067 68035 68004

 67069 68146 68148

 67005 68143 61134

FAME GABRIEL
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Hjulmagervej 55 · DK-9000 Aalborg · T +45 9630 3100 · F +45 9813 2544 · mail@gabriel.dk · www.gabriel.dk

FAMETM

Fame specifications: www.gabriel.dk

Please be aware that the PDF colour shades can appear different from the real fabric colours.
We advise you to request actual fabric samples before ordering.
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FAME GABRIEL

http://www.gabriel.dk
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REMIX 3 KVADRAT
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REMIX 3 KVADRAT
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REMIX 3 KVADRAT
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RE-WOOL KVADRAT
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CANVAS 2 KVADRAT
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CANVAS 2 KVADRAT
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HALLINGDAL 65 KVADRAT

Hallingdal  65

573 660563

694 674687 590

657 680526547

600 596
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HALLINGDAL 65 KVADRAT

103

980

420

960944

457 407

113

907

110

180166

190123

173 143

Hallingdal  65
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HALLINGDAL 65 KVADRAT

224100 227200

368376

370 390

220 126116153

130

350270

Hallingdal  65
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HALLINGDAL 65 KVADRAT

890 850810

840 750723 

968 754

763

764702

773 753

733

Hallingdal  65
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Steelcut Trio 3

STEELCUT TRIO 3 KVADRAT
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STEELCUT TRIO 3 KVADRAT

883

533

776716

576

865

796

983

806

746

426 376

756

476

416 336 276

436

713

Steelcut Trio 3



37
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Steelcut Trio 3

STEELCUT TRIO 3 KVADRAT
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FIORD 2 KVADRAT
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FIORD 2 KVADRAT
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ULTRA SØRENSEN LEATHER 
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SPECTRUM/NOIR SØRENSEN LEATHER 



44

DUNES SØRENSEN LEATHER 



45

ULTRA

Type Protected leather

Origin Non European

Surface Very strong and durable with a uniform, matt surface print

Finish Extremely strong surface protection

Tannage Chrome

Dye Water-based aniline dye

                                                                                                         Requirements                        Our test

Colour fastness to light:               DIN EN ISO 105-B02                        ≥5                                       6-7

Colour fastness to rubbing*:       DIN EN ISO 11640

                                                        Dry 500 rubs                                    ≥4                                       4-5

                                                        Wet 250 rubs                                 ≥3-4                                       4

                                                        Perspiration 80 rubs                      ≥3-4                                       4        

SPECTRUM / NOIR

Type Semi-aniline leather

Origin European rawhide, typically from Italy, Germany, Austria, Switzerland and Scandinavia

Surface Matt, soft with a slight texture

Finish Light surface protection

Tannage Chrome

Dye Water-based aniline dye

                                                                                                         Requirements                        Our test

Colour fastness to light:               DIN EN ISO 105-B02                        ≥4                                       ≥6    

Colour fastness to rubbing*:       DIN EN ISO 11640

                                                        Dry 500 rubs                                      ≥4                                       4

                                                        Wet 80 rubs                                   ≥3-4                                      4-5

                                                        Perspiration 50 rubs                      ≥3-4                                        4        

DUNES®

Type Aniline leather

Origin European rawhide, typically from Italy, Germany, Austria, Switzerland and Scandinavia

Surface An elegant, matt surface with a somewhat velvety look and feel

Finish Special leather oil to enhance the body

Tannage Chrome-free

Dye Water-based aniline dye

                                                                                                         Requirements                        Our test

Colour fastness to light:               DIN EN ISO 105-B02                        ≥3                                         3

Colour fastness to rubbing*:       DIN EN ISO 11640

                                                        Dry 50 rubs                                      ≥3                                         4

                                                        Wet 20 rubs                                     ≥3                                       3-4

                                                        Perspiration 20 rubs                        ≥3                                       3-4                  
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02 OFF WHITE

SHEEPSKIN SKANDILOCK

09 MOONLIGHT 08 HONEY

01 BLACK 04 ANTHRACITE 14 CHARCOAL

15 ESPRESSO 07 SAHARA 22 SCANDINAVIAN GREY
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Skandilock Curly 17mm is developed for furniture upholstery but can 

also be used for different furnishing assignments. The wool has a 

curly texture and is high in density which makes it durable and soft.

Curly 17mm comes in three color collections. In the Classic 

Collection, the wool has been dyed with highlighted tips and darker 

base which gives the overall appearance a beautiful marbled finish. 

In the Standard Collection the wool is dyed in one color tone which 

gives an even end result that enhances the curly texture of the wool. 

Limited Collection are colors that varies in stock and therefore the 

lead times can be longer when ordered in larger quantities. 

Tanning process
Offwhite - Synthetic tanned, chrome-free

Remaining colors - Synthetic tanned/Crom III

Color fastness to artificial light 
(ISO 105-B02:2014)

Classic collection:   >5 

Standard collection:  >5

Limited collection:  >5

Off-White (non-dyed):  4-5

Ruby:    4-5

Moonlight:   3-4

Color fastness to rubbing
(DIN EN ISO 105-X12:2016)

Dry:  4-5   Wet:  3-4

Fire safety
Tested and approved in accordance with:

EN1021-1, EN1021-21, CAL. TB117 (US) , FAR §23.853 (AUS)

Washability
30 degrees Celsius. No bleaching/No ironing

SKANDILOCK CURLY 17mm 
Art.No 1111001-

Origin raw material
Australian Crossbred, Lamb/Sheep

Leather
Thickness: 1-3mm

Wool
Length: 17 mm 

Curly charachter

High density

Colors

–03 
Graphite

–10 
Green Tea

–05 
Mocha

–11 
Ruby

–06 
Mushroom

–18 
Maple

–22 
Scandinavian

Grey

–07 
Sahara

–14 
Charcoal

–15 
Espresso

Classic Collection

–01 
Black

–02 
Offwhite

–04 
Anthracite

–08 
Honey

–09 
Moonlight

Standard Collection

Limited Collection

Material fact sheet

Skandilock AB - Kyrkogatan 32, 51222 Svenljunga, SE  |  www.skandilock.com  |  +46(0)325-66 13 70  |  info@skandilock.com 
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NATTE  SUNBRELLA

Chalk Dark Taupe
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Version 06/02/2020 14:11:29

NATTE
Technical sheet

CHARACTERISTICS
VALUES

UNITS STANDARDS
WARP WEFT

GENERAL CHARACTERISTICS

Composition 100% Sunbrella Acrylic

Backing / Finish Water-repellent & Stain-proof

Weave Braided 3/2 ISO 7211-1

Weight 275 g/m² ISO 3801

Width 140 cm EN 1773

Roll length 50 ml

FABRIC RESISTANCE

Tensile strength 180 100 daN/5cm ISO 13934-1

Elongation at break 24 28 % ISO 13934-1

Pilling 4/5 Class / 5 ISO 12945-2

Spray test 5 Class / 5 ISO 4920

Oil-resistance properties 5 Class / 8 ISO 14419

Seam slippage (180 N) <3 <5 mm ISO 13936-2

Stitching strength 39.6 43 daN ISO 13935-2

Stability on 40 deg. C washing ±1 ±1 % ISO 5077

COLOUR-FASTNESS

Colour fastness UV - outdoor - 1000h 4/5 Class / 5 ISO 105 B04

Colour fastness UV - indoor 8 Class / 8 ISO 105 B02

Colour fastness under dry friction 5 Class / 5 ISO 105X12

Colour fastness under wet friction 5 Class / 5 ISO 105X12

Colour fastness 40°C washing 5 Class / 5 ISO 105 C06

FIRE RESISTANCE

California Technical Bulletin 117-203 Section 1

NFPA 260 Classe I

NF EN 1021-1 Non-Ignition

USES

Guarantee 5 years

Recommanded Uses seating,cushions, curtains

CARE

 This product's values may vary with a tolerance of ± 5%

Dickson-Constant SAS, [French limited-liability corporation] with capital of €12,640,000 - Metropolitan community of 
Lille business registration
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MARBLE

WHITE MARBLE

UNTREATED GREY 
MARBLE

BLACK MARQUINA 
MARBLE

MAIDEN COFFEE TABLE TOP

LINE LAMP BASE

MAN TABLE TOP

WHITE MARBLE

GREEN GUATEMALA 
MARBLE
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METALS

ALUMINIUM

EARTH BLACK

BLACK

CLOCHE

DUKE TABLE TOP

PAPER CORD

PAPER CORD & RATTAN

ANTIQUE WHITE BRONZE STONE

NATURAL NATURAL

FRENCH RATTAN
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PLASTIC SEAT

ANTHRACITE
PANTONE 19-0303

LANGUE SHELL

ARMY GREEN
RAL 6006

BURGUNDY
RAL 3007

FLINT GREY
PANTONE 16-5803

ECRU
RAL 1019
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Alle angegebenen Werte sind Richtwerte. 
Die Daten wurden an Prüfkörpern gemessen und befreien den Verarbeiter nicht von eigenen, dem Anwendungsfall entsprechenden Prüfungen. 
Die angegebenen Daten stellen keine zugesicherten Eigenschaften dar. 

TechnoCompound GmbH Am Gefach  55566 Bad Sobernheim Tel.: 06751-85605-0 Fax: 06751-85605-180 
 

vorläufiges Datenblatt / preliminary data sheet 

          TechnoFin PP GF 30 1 D 11 natur (86564) 
 Farbe / Colour: natur / natural 

Einsatzgebiet  / Use: Spritzgießen / Injection molding 

          Eigenschaft /  
 

Prüfbedingungen /  
 

Einheit /  
 

Wert /  
Property 

 
Test condition 

 
Unit 

 
Value 

       
Dichte / Density  ISO 1183  g/cm³  1,12 

          MVR ISO 1133 / 230°C/2,16  cm³/10min  11 

          Glührückstand / 
ISO 3451 (625°C)  %  30 

Ash content   
          Zug E-Modul /   ISO 527  MPa  5700 
Tensile modulus    
          Streckspannung /  ISO 527  MPa  85 
Tensile strength at yield    
          Streckdehnung / 

ISO 527  %  2,7 
Tensile strain at yield    
          Charpy Schlagzähigkeit / 

ISO 179 1eU  +23°C  kJ/m²  45 
Charpy impact strength   
          
 

 
 

 
 

 
   

         

 
 
 
 
 
 
 

Verarbeitungsempfehlungen / Processing recommendation 

Vortrocknung / Drying process  
  

°C / h 
 

80 / 2 - 4 

          Werkzeugtemperatur / Tool temperature 
   

°C 
 

30 - 60 

          Verarbeitungstemperatur / Processing temperature 
  

°C 
 

220 - 280 

           



54

NORR11.COM
PARTNER.NORR11.COM

http://www.norr11.com
http://www.partner.norr11.com

